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CHAPTER

ONE

INTRODUCTION

The Joulescope JS220+ is a limited-edition, performance-enhanced version of the Joulescope JS220. The
JS220+ achieves ±1 nanoamp accuracy with exceptional temperature stability, all while providing the same
best-in-class high-dynamic current range measurement as the standard JS220.

This limited document only describes the JS220+ improvements over the JS220. The JS220+ is operationally
identical to the JS220. For instructions on how to operate your JS220+, see the Joulescope JS220 User’s Guide
and the Joulescope UI User’s Guide.

Some modern semiconductors now have sleep currents measured in nanoamps (1e-9 A) or tens of nanoamps
(1e-8 A) with active currents in the tens of milliamps (1e-2 A) and greater. These components typically require
bypass capacitances of at least 100 nF (1e-7 F). Total bypass capacitances of a power supply rail are typically
10 µF to 400 µF (1e-5 F to 4e-4 F).

Many low-measurement instruments based on transimpedance amplifiers (feedback ammeters) can measure
down to fA (1e-15 A). However, these instruments are typically specified for a maximum capacitance, often
around 10 nF (1e-8 F), four orders of magnitude below what is needed.

The Joulescope JS220 is a shunt ammeter designed for extremely fast auto-ranging, perfect for the dynamic
range requirements and large capacitive loads. Shunt ammeter accuracy is bounded by input bias currents,
leakage currents, noise bandwidth, and offset temperature stability. By combining Jetperch’s extensive expe-
rience in developing the JS110 and JS220 with newly available components, we can now deliver the JS220+
with nanoamp accuracy while retaining the fantastic performance of the existing Joulescope JS220.
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CHAPTER

TWO

SPECIFICATIONS

This section only gives the specification changes relative to the Joulescope JS220 User’s Guide. All other
specifications remain the same as the JS220. The JS220+ datasheet lists the complete specifications.

2.1 Current measurement specifications

This table replaces the JS220 current measurement specifications.

Range Accuracy Resolution Impedance Guaranteed

10 A (> 2 A)1 ±0.25% ±1.5 mA 350 µA 0.01 Ω ±9.7 A
10 A (≤ 2 A) ±0.1% ±300 µA 75 µA 0.01 Ω ±2.05 A
180 mA ±0.1% ±30 µA 6.5 µA 0.11 Ω ±185 mA
18 mA ±0.1% ±3.0 µA 650 nA 1.11 Ω ±18.5 mA
1.8 mA ±0.1% ±300 nA 65 nA 11.1 Ω ±1.85 mA
180 µA ±0.1% ±30 nA 6.5 nA 111 Ω ±185 µA
18 µA ±0.1% ±3 nA2 0.65 nA 1111 Ω ±18.5 µA

1. Max 3 A sustained. See the recommended operating conditions for higher current durations.

2. ±1.0 nA for ±5 °C over 24 hours with trim offset calibration.

2.2 Voltage measurement specifications

This table replaces the JS220 voltage measurement specifications.

Range Accuracy Resolution Guaranteed

15 V ±0.1% ±1 mV 500 µV ±14.5 V
2 V ±0.1% ±150 µV 75 µV ±2.2 V
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2.3 Parasitic effects specifications

This table replaces the JS220 parasitic effects specifications.

Test condition Min Typi-
cal

Max Unit

Current leakage (Voltage + to -) 25 °C, ±3.3V 200 pA
Current leakage (Voltage + to -) 25 °C, ±5V 200 pA
Current leakage (Voltage + to -) 25 °C, ±14V 300 pA
Shunt resistor voltage, max -2 to 2 A, static 20 21 mV
Burden voltage (Current + to -) 1 A, banana jacks 0 25 35 mV
Burden voltage (Current + to -) Shunt resistor, < ±2 A ±20 mV
Shunt switching time Over-range, < 200 ns rise

time
0 1.0 1.5 µs

Measurement gap following a current range
switch

0 µs

Input bias current Voltage+ & - 25 °C ±5 ±20 pA
Input bias current, Current + & - 25 °C, 18 µA current range ±60 ±600 pA

Resolution is given for 10 kHz measurement bandwidth (20 ksps).

The JS220+ includes a safety banana jack front panel rather than binding posts.
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CHAPTER

THREE

TRIM CALIBRATION

While the JS220+ offers significant offset performance improvements relative to the JS220, it may require trim
calibration to achieve the full offset accuracy performance.

The Joulescope UI 1.0.40 and later includes offset trim calibration. Before starting a trim calibration, please
run your JS220+ for at least 5 minutes to allow the temperature to stabilize. To start a current offset trim
calibration, select the Device Control widget in the sidebar, then press Calibrate:
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Press Start for Current offset, and follow the onscreen instructions.

The JS220+ uses an internal fixed-point representation of 5Q31 for current samples. 2⁻³¹ represents an accuracy
of ±0.5 nA. After performing trim calibration, the instrument offset may be off by up ±0.25 nA. However, the
trim offset calibration specification accounts for this initial error.
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CHAPTER

FOUR

TECHNOLOGY

The JS220+ leverages new components and techniques to achieve nanoamp accuracy. The improvements
include:

• Improved guard traces for reduced leakage.

• Replaced the 18 µA current range selection MOSFET for one with lower gate-source leakage.

• Redesigned analog front-end for lower input bias current and better temperature stability.

• Redesigned anti-aliasing filter for improved temperature stability.

• Redesigned ADC reference and level shift for improved temperature stability.

• Redesigned voltage ESD solution, dramatically reducing leakage currents.

• Migrated to Rogers 4003C PCB material for both the main PCB and front panel PCB. Rogers 4003C
has 1000x higher resistivity than FR4 for significantly reduced current leakage.
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CHAPTER

FIVE

ORDERING INFORMATION

The JS220+ orderable part number is:

JS220-K002

Note that the JS220+ comes with ISO 17025:2017 calibration. Unlike the JS220, we do not offer a factory
calibration only option.

The JS220+ is now available for sale in very limited quantities. Visit the Joulescope store1 to place your order
today.

1 https://www.joulescope.com/products/joulescope-js220-precision-energy-analyzer
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CHAPTER

SIX

CHANGE LOG

Re-
vi-
sion

Date Description

2.0 2026
Oct
26

Moved to https://docs.joulescope.com, with web, Markdown and PDF editions built from one
source. Specification tables are generated from the datasheet values, also published as YAML.
The glossary, contact information and disclaimers are shared by all guides. Supported operating
systems and Python versions are listed once, in Getting Started.

1.1 2024
Apr
26

Updated for sale: ISO 17025 now available.

1.0 2024
Mar
5

Initial public release.
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APPENDIX

A

GLOSSARY

Accuracy
The average variation in the bias between measurements and truth. Good measurements are both accu-
rate and precise.

Ammeter
A device that measures electrical current.

Burden Voltage
The voltage drop that occurs through the test equipment device. For shunt ammeters, the burden voltage
includes the voltage across the shunt resistor, connectors, fuses, and any additional resistance in the
device.

Current
The flow of electric charge per time from positive voltage to negative voltage, measured in amperes (A),
often called amps. One amp is one coulomb of charge flowing per second. One coulomb is approximately
6.242 x 10¹⁸ electrons, but electric current is defined opposite to the electron flow.

Energy
The total power exerted over time, measured in joules (J). Energy is the time integral of power.

Insertion Loss
The loss in signal power due to a device in the signal path, most commonly used in reference to radio
frequency (RF) or telecommunications. See Burden Voltage.

Multimeter
A multifunction device that usually incorporates a voltmeter and shunt ammeter, at a minimum. A
standard multimeter supports only one measurement quantity at a time.

Ohm’s Law
The equation that relates voltage, current and resistance: V = I * R

Oscilloscope
A device that graphically displays one or more signals, usually voltages, varying over time as a two-
dimensional plot with time on the x-axis and the signal on the y-axis.

Power
The time-rate of doing work, measured in watts (W). Power is voltage multiplied by current.

Precision
The amount of variation between measurements of the same value relative to each other. Good mea-
surements are both accurate and precise.
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Resistance
The quantity of opposition to the flow of electric current.

Shunt Ammeter
An ammeter that measures the voltage across a resistor, and then uses Ohm’s Law to compute current.

Shunt Resistor
The resistor used by “Shunt Ammeters” to detect current using Ohm’s Law: I = V / R. Given a known R
and a measured V, the ammeter computes I.

Universal Serial Bus (USB)
The now ubiquitous standard for connecting computers and peripherals. Joulescope connects to the host
computer using USB 2.0 high-speed operating at 480 Mbps.

Voltage
The electric potential difference, measured in volts (V).

Voltmeter
A device that measures electrical voltage.
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APPENDIX

B

CONTACT

To purchase a Joulescope product, visit:
https://www.joulescope.com

To submit a warranty claim, first review the warranty in your instrument’s user’s guide: JS320, JS220, or JS110.
You can submit warranty claims to:
support@joulescope.com

If you have questions regarding operation of Joulescope, search the website at:
https://www.joulescope.com/

And visit the forum:
https://forum.joulescope.com/

For compliance information, see:

• JS320: https://www.joulescope.com/compliance/JS320

• JS220: https://www.joulescope.com/compliance/js220

• JS110: https://www.joulescope.com/compliance/JS110

If you wish to contact Jetperch regarding the operation of your Joulescope, contact us through email at:
support@joulescope.com

EU Responsible Person for GPSR Compliance

Marco Wünschmann
Welectron
Haid-und-Neu-Str. 7
76131 Karlsruhe
Germany
Phone: +49 721 909819-90
Fax: +49 721 781570-27
E-Mail: info@welectron.com

Location

Jetperch LLC
402 King Farm Blvd
Ste 125 # 1065
Rockville, MD 20850
USA
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APPENDIX

C

DISCLAIMERS

These notices apply to the Joulescope user’s guides and datasheets on this site. The software documentation
under software/index is published under each project’s own license.

C.1 Copyright notice

© 2019-2026 Jetperch LLC

All material in the Joulescope user’s guides and datasheets, including the text, images, design, and logos, are
owned by Jetperch LLC, either through copyright or trademark, unless otherwise indicated. No part of these
user’s guides and datasheets may be reproduced in any form or by any means without prior written consent
from Jetperch LLC as governed by the United States and international copyright laws.

C.2 Publisher

Jetperch LLC
402 King Farm Blvd
Ste 125 # 1065
Rockville, MD 20850
USA

C.3 Documentation warranty

The Joulescope user’s guides and datasheets are provided AS-IS with no other representations or warranties,
expressed or implied, of any kind including, but not limited to, any implied warranty of merchantability or
fitness for a particular purpose. Jetperch LLC does make reasonable efforts to present accurate and reliable
information in the Joulescope user’s guides and datasheets.

The information in the user’s guides and datasheets is subject to change. The most up-to-date version can be
retrieved from https://docs.joulescope.com/.

Each user’s guide lists its revisions in its change log.
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